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SMART LED Spotlight System
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Features
-  Elegant design and deep glaring control front cover

- Deep front shade cover, provide better glaring control

- Designed with angle-marking knob on the side, tilting angle can be adjusted in precise by 

installer

- IP66 and good thermal management guarantees 40,000 hours lifespan

- Easy to install on the ground with foot-step ground spike

- No UV or IR radiation

Application
Spotlight for garden, tree and private houses.

140˚

355˚

Angle marking on locking swivel.
Concealed input cable

Step-pad on spike for easy 
spike to ground installation

ROTATE & TILT

OFA-108P

OFA-107P

OFA-105P

AC-108C

AC-107C

AC-105C

Honeycomb

AC-108D

AC-107D

AC-105D

Sculptured PC Glass

ACCESSORIES

MATERIAL

HOUSING
Aluminium, painting.

BRACKET
Aluminium, painting.

CABLE
HO5RN-F 3x1.0mm2
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CoB  1500lm  350mA  WW  10˚

6250 cd
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CoB  1500lm  350mA  WW  20˚

4520 cd
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CoB  1500lm  350mA  WW  40˚

2570 cd
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CoB  1500lm  350mA  WW  50˚

1670 cd
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CoB  3400lm  700mA  WW  10˚

15660 cd
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CoB  3400lm  700mA  WW  20˚
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CoB  3400lm  700mA  WW  40˚
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CoB  1000lm  500mA  WW  36˚

1230 cd
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CoB  1000lm  500mA  WW  15˚

2020 cd
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CoB  1000lm  500mA  WW  24˚

1690 cd
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CoB  1000lm  500mA  WW  50˚

850 cd
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7.5W (500mA, 15V)
CITIZEN CoB
COLOR: SV

INPUT: AC100-240V 

1000lm

VTS-OFA-108P 3000
IP66 DRIVER

Build-in

ErP
Class

140˚355˚

13W (350mA, 37V)
CITIZEN CoB
COLOR: SV

INPUT: AC100-240V

1500lm 

VTS-OFA-107P 3000
IP66 DRIVER

Build-in

ErP
Class

140˚355˚

25.5W (700mA, 36V)
CITIZEN CoB
COLOR: SV

INPUT: AC120-240V

3400lm 

VTS-OFA-105P 3000
IP66 DRIVER

Build-in

ErP
Class

140˚355˚

355

140

140 80

43
3

355˚
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41
2

144 60

355

140

116175

62
0

IP66 GARDEN SPOTLIGHT  |  Adjustable 




